
PROMASEAL® stamped parts

Technical datasheet

Product description

PROMASEAL® stamped parts are produced 
individually and precisely to customer spec-
ifications. All necessary recesses, holes and 
fillets can be factory-made. Stamped parts 
can be produced from the following materi-
als: PROMASEAL®-PL, PROMASEAL®-GT and 
their variants with self-adhesive film and PVC 
lamination, PROMASEAL®-LWSK, PROMA-
SEAL®-LXSK and PROMASEAL®-LFCSK.

Properties and advantages

• Resistant to atmospheric effects (light, 
heat, frost, UV radiation, humidity (1))

• Free from organic solvents
• The stamped parts are manufactured

according to customer requirements

Area of application

• In specific components to prevent the
spread of fire and smoke, for example, 
to cover inside door closers and lock
pockets.

Delivery form

• Packaging depending on the format
• Minimum order quantities required

Storage

• Storage temperature: 3° C – 35 °C
• Store in dry rooms
• Variants with self-adhesive equipment can

be stored for up to 12 months

Examinations and approvals

• On request, depending on the version

Safety instructions

Please request safety information. 

(1) The fire protection properties according to TR 024: 2009 are not im-
paired by weathering, however, direct influence from humidity can lead to 
optical and fastening impairments. We therefore recommend that you do 
not expose the product to permanent direct moisture. 
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